TECHNICAL DATA 50RX
Volume of air:
Max

90 m³/h (25 l/s)

Operating supply air 70 m³/h (19,5 l/s), 30 dB(A)
Operate exhaust air 81 m³/h (22,5 l/s), 30 dB(A)
Electric data:

1-phase, 230 V, 10 A

Supply air fan
27 W, 0.27A, EC
Exhaust air fan
27 W, 0.27A, EC
Condens evaporator 160 W
Duct connection:

Spiro duct Ø 125 on extract
air connection.

Color:

Inside: White powder coating.
Outside: Light grey powder
coating.

Dimensions:
Inside

Hight
Width
Depth

440 mm
600 mm
237 mm

Outside

Hight
Width
Depth

300 mm
502 mm
171 mm

Holes in the outer
wall

2 x 160 mm + extra distance
around the hole for insulation.
Location near the ceiling.

Left/right
performance

The unit is similar but
The electrical connection can be
adapted to order.

KUBEN 50RX
Kuben 50RX is a small ventilation unit with heat
recovery and ventilation without ducts used in smaller
rooms, small apartments, office modules, meeting
rooms, group rooms, conference rooms,
workstations, etc. The unit is placed directly in the
outer wall.
Supply air is blown into the room through a grille on
the front of the unit and the extract air sucks from the
top of the unit, right side, left or alternatively through
a connected exhaust duct at the top or in the side.
The unit contains a high energy-efficient supply and
exhaust air fans, a high efficiency counter current
heat exchanger and filter in F7 class.

STANDARD EQUIPMENT
Counter current heat exchanger.
Thermal efficiency > 80%. Completely tight without
transfer between supply air and exhaust air.
Made of aluminum.
Defrost function.
Stepless speed control.
Built-in power and control center.
Supply air filter F7. Cassette filter with very good filter
economy.
Extract air filter G4. Cassette filter that keep the unit
clean.
Condenser evaporator. Return condensate from heat
exchange to the supply air.
OPTIONAL EQUIPMENT
Time control.
Timer for extra operating time.
Remote control, timer and higher fan speed.
Presence detector for start or higher fan speed.
Co2 sensor for start or higher fan speed.
Inner part of any color. Outer hood in any color.
Duct system for extract air connection.
Declare connection side: On top, right or left.

DUCT CONNECTION, DIMENSIONS
FUNCTION
Kuben 50 RX is intended to ventilate a room or a smaller apartment.
The high energy-efcient unit, with DC fans and a high efciency countercurrent heat exchanger, is placed
directly on the outer wall with two round ducts to a combi device on the outside.
Kuben 50 RX is placed close to the ceiling and the supply air is blown into the upper part of the unit to
keep the air remain in the ceiling and reaches far into the room.
The extract air can be sucked into the top or on the side of the unit but can also be connected with a 125
duct. This allows ventilating a toilet, a kitchenette or similar with axtract air and overow air.

UNIT DIMENSIONS
Alternative
Extract air connection Ø 125

502

Exhaust air grille

440

300

Fresh air intake

Extract air connection Ø 125
Supply air blower with adjustable grille.

600
237

EXTERIOR WALL HOOD
The unit can handle all wall thicknesses.
State the dimensions on the wall when ordering.
The sound protected ducts are dimensioned for the
respective wall thickness.
Both color and shape can be customized to t the existing
facade.
Standard color light gray.

The Cube Ventilation reserves the right to freely alter technical information without prior notice.

Color: White powder coating

