
Airflow   
Normal speed  108 m³/h (30 l/s)  
Forced flow  155 m³/h (43 l/s)
   Induvidual speed regulation 

Additional heat
Preheating    750 W, PTC

Electric data   
Electric connection 1-phase, 230 V, 10 A 
   consumption 6,50 A
Supply air fan  83 W, 0,4 A, direct driven EC
Exhaust air fan  83 W, 0,4 A, direct driven EC

Heat recovery  Counter flow heat exchanger. 
   Thermal efficiency  > 80%

Defrosting  Automatic function  
 
Sound levels  108 m³/h (30 l/s), 35 dB(A) 
   155 m³/h (43 l/s), 39 dB(A)

Duct connection  Spiro duct Ø 125 on all  
   connections.

Filter   Filter F7. Cassette filter with very 
   good filter economy.
            Extract filter G3, single-use 
            basic filter.

Color   White powder coating.

Dimensions  Hight 700 mm 
Unit   Width 600 mm
   Depth 285 mm incl door
   

Extremely low sound level because of the low internal pressure 
loss, good aerodynamic and technical advanced developed 
sound insolation.

High efficiency heat recovery > 80%.

Very compact unit designed to be placed without technical 
room. Installed on the wall.

Easy and quick installation with a separate mounting plate.
  
Turn key with built-in regulation. Just connect to the power 
supply.

Optional integrated control of presence and CO².

Optional monitoring and controlling over the internet 
(the cloud).

Many choices of extra equipment and accessories.

ADDITIONAL HEAT
Preheating battery 750 W. Install before heat exchangers.
Temperature control with triac unit.  
Over heating protection for the electric battery.
Supply air temperature control. 
Temperature control with electric heat controller.

TECHNICAL DATA 35A

KUBEN 35A

OPTIONAL
Mirror-inverted design.
After-heating, 750 W. 
Presence detector for start or higher fan speed.

2CO -sensor for air flow control.
Time channel with automatic summertime function.
Timer for high fan speed or additional operating time.
Cover plate between unit and ceiling to conceal ducts.
External alarm panel. A- and B-alarm.
Duct kit A. Complete kit with white painted spiro ducts 
bendable pipes and components for a complete 
installation.�
Duct kit B. Complete kit with white painted plastic ducts, 
cirkular or rectangular with T-pieces, bends and gear etc.
Units and accessories in different color.

DELIVERY
The unit is delivered packaged on a standard pallet.
This is to facilitate handling and transport.
The unit is  from the factory but should plastic protected
be weather-protected before assembly.

Separatley placed touch display
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DIMENSIONS

15 

125 

FUNCTION

Kuben 35 A is intended to ventilate a room, a small apartment, an office or the like.

The high energy efficient unit, with countercurrent heat exchangers and high efficiency energy efficient EC fans, is placed on 
the wall in a normal storage room, laundry room, WC / shower or similar space.
 
Supply air (freshly heated air from the unit in the premises), connected at the top with a 125 duct and is drawn to "clean 
rooms", bedrooms, living rooms, offices, etc.

Exhaust air (consumed hot air from the premises into the unit) is connected with 125 duct from WC, shower, kitchenette, etc. 
to the top of the unit.

Outdoor air (fresh cold air from the outside) is connected with a 125 duct from, for example, a to the outer wall combi device 
to the connection marked "outdoor air" on top of the unit.

Extract air (exhausted air, without heat content, from the unit into the free) is connected on top of the unit with 125 ducts 
drawn to a  on the outer wall, to a roof hood on the roof or similar.combi device
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Electrical connection 10A 230V

Condensation runoff

 606 incl. mounting plate 
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Extract air Supply air

Exhaust airOutdoor air
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DUCT CONNECTION,  DIMENSIONS
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